
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-403-12 CODE:  (SP) 
 
DATE: 08/21/2012 
 
SUBJECT: Warm Mix Asphalt (WMA) 
 
Section 403, Hot Bituminous Pavement, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction as amended by this special provision is 
applicable to Warm Mix Asphalt Only. 
 
907-403.01--Description.  This work consists of constructing one or more lifts of Warm Mix 
Asphalt (WMA) pavement in accordance with the requirements of Section 403 for Hot Mix 
Asphalt, with the exceptions set forth in this special provision.  The WMA shall meet the 
requirements of this section and placed in reasonably close conformity with the lines, grade, 
thicknesses, and typical cross sections shown on the plans or established by the Engineer. 
 
907-403.04--Method of Measurement.  Warm mix asphalt will be measured by the ton.  The 
weight of the composite mixture shall be determined in accordance with the provisions of 
Subsection 401.03.2.1.11. 
 
907-403.05--Basis of Payment.  Subject to the adjustments set out in Subsections 401.02.6.3, 
401.02.6.4, 401.02.6.5, 401.02.6.6 & 403.03.2, warm mix asphalt, measured as prescribed above, 
will be paid for at the contract unit price per ton for each lift of pavement specified in the bid 
schedule and shall be full compensation for completing the work. 
 
907-403.05.2--Pay Items.  After the last pay item listed  on page 276, add the following: 
 
907-403-M: Warm Mix Asphalt,    (1)  ,       (2)      - per ton 
 Type     Mixture 
 
907-403-N: Warm Mix Asphalt,   (1)  ,      (3)    , Leveling - per ton 
 Type  Mixture 
 
 
907-403-O: Warm Mix Asphalt,   (1)  ,      (4)    , Trench Widening - per ton 
 Type  Mixture 
 
907-403-P: Warm Mix Asphalt, HT,       (3)    , Polymer Modified - per ton 
 Mixture 
 
907-403-Q: Warm Mix Asphalt, HT,        (3)    , Polymer Modified, Leveling - per ton 
 Mixture 


